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 676 For the carriage of packages containing polymerizing substances the provisions of special 
provision 386, in conjunction with 7.1.7.3, 7.1.7.4, 5.4.1.1.15 and 5.4.1.2.3.1, need not be 
applied, when carried for disposal or recycling provided the following conditions are met: 

(a) Before loading an examination has shown that there is no significant deviation between 
the outside temperature of the package and the ambient temperature; 

(b) The carriage is effected within a period of not more than 24 hours from that examination; 

(c) The packages are protected from direct sunlight and from the impact of other sources of 
heat (e.g. additional loads that are being carried above ambient temperature) during 
carriage; 

(d) The ambient temperatures during the carriage are below 45 °C; 

(e) Vehicles and containers are adequately ventilated;  

(f) The substances are packed in packages with a maximum capacity of 1000 litres. 

  In assessing the substances for carriage under the conditions of this special provision, additional 
measures to prevent dangerous polymerization may be considered, for example the addition of 
inhibitors. 

 677 Cells and batteries which, in accordance with special provision 376, are identified as damaged 
or defective and liable to rapidly disassemble, dangerously react, produce a flame or a dangerous 
evolution of heat or a dangerous emission of toxic, corrosive or flammable gases or vapours 
under normal conditions of carriage, shall be assigned to transport category 0. In the transport 
document, the words "Carriage in accordance with special provision 376" shall be supplemented 
by the words "Transport category 0". 

 678 Waste consisting of objects and materials contaminated with free asbestos (UN Nos. 2212 and 
2590), which is not fixed or immersed in a binder in such a way that no emission of hazardous 
quantities of respirable asbestos can occur, may be carried under the provisions of chapter 7.3 
provided the following provisions are complied with: 

(a) The waste is carried only from the site where it is generated to a final disposal facility. 
Between these two types of sites, only intermediate storage operations, without unloading 
or transferring the container-bag, are authorized; 

(b) The waste belongs to one of these categories: 

(i) Solid waste from roadworks, including asphalt milling waste contaminated with 
free asbestos and its sweeping residues; 

(ii) Soil contaminated with free asbestos; 

(iii) Objects (for example, furniture) contaminated with free asbestos from damaged 
structures or buildings; 

(iv) Materials from damaged structures or buildings contaminated with free asbestos 
which, because of their volume or mass, cannot be packed in accordance with the 
packing instruction applicable to the UN number used (UN No. 2212 or 2590, as 
appropriate); or 

(v) Construction site waste contaminated with free asbestos from demolished or 
rehabilitated structures or buildings which, because of their size or mass, cannot 
be packed in accordance with the packing instruction applicable to the UN number 
used (UN No. 2212 or 2590, as appropriate); 

(c) Waste covered by these provisions shall not be mixed or loaded with other asbestos-
containing waste or any other hazardous or non-hazardous waste; 

(d) Each shipment shall be considered a full load as defined in 1.2.1; and 

(e)  The transport document shall be in conformity with 5.4.1.1.4. 
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CHAPTER 3.4  
 

DANGEROUS GOODS PACKED IN LIMITED QUANTITIES 

3.4.1 This Chapter provides the provisions applicable to the carriage of dangerous goods of certain classes 
packed in limited quantities. The applicable quantity limit for the inner packaging or article is specified 
for each substance in column (7a) of Table A of Chapter 3.2. In addition, the quantity "0" has been 
indicated in this column for each entry not permitted to be carried in accordance with this Chapter. 

 Limited quantities of dangerous goods packed in such limited quantities, meeting the provisions of this 
Chapter are not subject to any other provisions of ADR except the relevant provisions of: 

(a) Part 1, Chapters 1.1, 1.2, 1.3, 1.4, 1.5, 1.6, 1.8, 1.9; 

(b) Part 2; 

(c) Part 3, Chapters 3.1, 3.2, 3.3 (except special provisions 61, 178, 181, 220, 274, 625, 633 
and 650 (e)); 

(d) Part 4, paragraphs 4.1.1.1, 4.1.1.2, 4.1.1.4 to 4.1.1.8;  

(e) Part 5, 5.1.2.1(a) (i) and (b), 5.1.2.2, 5.1.2.3, 5.2.1.10, 5.4.2; 

(f) Part 6, construction requirements of 6.1.4 and paragraphs 6.2.5.1 and 6.2.6.1 to 6.2.6.3; 

(g) Part 7, Chapter 7.1 and 7.2.1, 7.2.2, 7.5.1 (except 7.5.1.4), 7.5.2.4, 7.5.7, 7.5.8 and 7.5.9; 

(h) Part 8, 8.2.3, 8.6.3.3 and 8.6.4. 

3.4.2 Dangerous goods shall be packed only in inner packagings placed in suitable outer packagings. 
Intermediate packagings may be used. In addition, for articles of Division 1.4, Compatibility Group S, 
the provisions of section 4.1.5 shall be fully complied with. The use of inner packagings is not necessary 
for the carriage of articles such as aerosols or "receptacles, small, containing gas". The total gross mass 
of the package shall not exceed 30 kg. 

3.4.3 Except for articles of Division 1.4, Compatibility Group S, shrink-wrapped or stretch-wrapped trays 
meeting the conditions of 4.1.1.1, 4.1.1.2 and 4.1.1.4 to 4.1.1.8 are acceptable as outer packagings for 
articles or inner packagings containing dangerous goods carried in accordance with this Chapter. Inner 
packagings that are liable to break or be easily punctured, such as those made of glass, porcelain, 
stoneware or certain plastics, shall be placed in suitable intermediate packagings meeting the provisions 
of 4.1.1.1, 4.1.1.2 and 4.1.1.4 to 4.1.1.8, and be so designed that they meet the construction requirements 
of 6.1.4. The total gross mass of the package shall not exceed 20 kg. 

3.4.4 Liquid goods of Class 8, packing group II in glass, porcelain or stoneware inner packagings shall be 
enclosed in a compatible and rigid intermediate packaging.  

3.4.5 and 3.4.6 (Reserved) 

  

- 643 -

Copyright © United Nations, 2024. All rights reserved



 

- 644 - 

3.4.7 Marking of packages containing limited quantities 

3.4.7.1 Except for air transport, packages containing dangerous goods in limited quantities shall bear the mark 
shown in Figure 3.4.7.1: 

Figure 3.4.7.1 

 

Mark for packages containing limited quantities 

 The mark shall be readily visible, legible and able to withstand open weather exposure without a 
substantial reduction in effectiveness. 

 The mark shall be in the form of a square set at an angle of 45° (diamond-shaped). The top and bottom 
portions and the surrounding line shall be black. The centre area shall be white or a suitable contrasting 
background. The minimum dimensions shall be 100 mm × 100 mm and the minimum width of the line 
forming the diamond shall be 2 mm. Where dimensions are not specified, all features shall be in 
approximate proportion to those shown. 

3.4.7.2 If the size of the package so requires, the minimum outer dimensions shown in Figure 3.4.7.1 may be 
reduced to be not less than 50 mm × 50 mm provided the mark remains clearly visible. The minimum 
width of the line forming the diamond may be reduced to a minimum of 1 mm. 

3.4.8 Marking of packages containing limited quantities conforming to Part 3, Chapter 4 of the ICAO 
Technical Instructions  

3.4.8.1 Packages containing dangerous goods packed in conformity with the provisions of Part 3, Chapter 4 of 
the ICAO Technical Instructions may bear the mark shown in Figure 3.4.8.1 to certify conformity with 
these provisions: 

Figure 3.4.8.1 

 
Mark for packages containing limited quantities conforming to Part 3, Chapter 4  

of the ICAO Technical Instructions 

 The mark shall be readily visible, legible and able to withstand open weather exposure without a 
substantial reduction in effectiveness. 

 The mark shall be in the form of a square set at an angle of 45° (diamond-shaped). The top and bottom 
portions and the surrounding line shall be black. The centre area shall be white or a suitable contrasting 
background. The minimum dimensions shall be 100 mm × 100 mm and the minimum width of the line 
forming the diamond shall be 2 mm. The symbol "Y" shall be placed in the centre of the mark and shall 
be clearly visible. Where dimensions are not specified, all features shall be in approximate proportion 
to those shown. 
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3.4.8.2 If the size of the package so requires, the minimum outer dimensions shown in Figure 3.4.8.1 may be 
reduced to be not less than 50 mm × 50 mm provided the mark remains clearly visible. The minimum 
width of the line forming the diamond may be reduced to a minimum of 1 mm. The symbol "Y" shall 
remain in approximate proportion to that shown in Figure 3.4.8.1. 

3.4.9 Packages containing dangerous goods bearing the mark shown in 3.4.8 with or without the additional 
labels and marks for air transport shall be deemed to meet the provisions of section 3.4.1 as appropriate 
and of sections 3.4.2 to 3.4.4 and need not bear the mark shown in 3.4.7. 

3.4.10 Packages containing dangerous goods in limited quantities bearing the mark shown in 3.4.7 and 
conforming with the provisions of the ICAO Technical Instructions, including all necessary marks and 
labels specified in Parts 5 and 6, shall be deemed to meet the provisions of section 3.4.1 as appropriate 
and of sections 3.4.2 to 3.4.4. 

3.4.11 Use of overpacks 

 For an overpack containing dangerous goods packed in limited quantities, the following applies: 

 Unless the marks representative of all dangerous goods in an overpack are visible, the overpack shall 
be: 

(a) Marked with the word “OVERPACK”. The lettering of the “OVERPACK” mark shall be at least 
12 mm high. The mark shall be in an official language of the country of origin and also, if that 
language is not English, French or German, in English, French or German, unless agreements, if 
any, concluded between the countries concerned in the transport operation provide otherwise; 
and 

(b) Marked with the marks required by this Chapter. 

 Except for air transport, the other provisions of 5.1.2.1 apply only if other dangerous goods which are 
not packed in limited quantities are contained in the overpack and only in relation to these other 
dangerous goods. 

3.4.12 In advance of carriage, consignors of dangerous goods packed in limited quantities shall inform the 
carrier in a traceable form of the total gross mass of such goods to be consigned. 

3.4.13 (a) Transport units with a maximum mass exceeding 12 tonnes carrying dangerous goods packed in 
limited quantities shall be marked in accordance with 3.4.15 at the front and at the rear except 
when the transport unit contains other dangerous goods for which orange-coloured plate marking 
in accordance with 5.3.2 is required. In this latter case, the transport unit may display the required 
orange-coloured plate marking only, or both the orange-coloured plate marking in accordance 
with 5.3.2 and the marks in accordance with 3.4.15. 

(b) Containers carrying dangerous goods packed in limited quantities, on transport units with a 
maximum mass exceeding 12 tonnes, shall be marked in accordance with 3.4.15 on all four sides 
except when the container contains other dangerous goods for which placarding in accordance 
with 5.3.1 is required. In this latter case, the container may display the required placards only, 
or both the placards in accordance with 5.3.1 and the marks in accordance with 3.4.15. 

 The carrying transport unit need not be marked, except when the marks affixed to the containers 
are not visible from outside this carrying transport unit. In this latter case, the same marks shall 
be affixed at the front and at the rear of the transport unit. 

3.4.14 The marks specified in 3.4.13 may be dispensed with, if the total gross mass of the packages containing 
dangerous goods packed in limited quantities carried does not exceed 8 tonnes per transport unit. 

3.4.15 The marks specified in 3.4.13 shall be the same as the one required in 3.4.7, except that their minimum 
dimensions shall be 250 mm  250 mm. These marks shall be removed or covered if no dangerous 
goods in limited quantities are carried. 
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3.4.7 Marking of packages containing limited quantities 

3.4.7.1 Except for air transport, packages containing dangerous goods in limited quantities shall bear the mark 
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Mark for packages containing limited quantities 
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be clearly visible. Where dimensions are not specified, all features shall be in approximate proportion 
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3.4.8.2 If the size of the package so requires, the minimum outer dimensions shown in Figure 3.4.8.1 may be 
reduced to be not less than 50 mm × 50 mm provided the mark remains clearly visible. The minimum 
width of the line forming the diamond may be reduced to a minimum of 1 mm. The symbol "Y" shall 
remain in approximate proportion to that shown in Figure 3.4.8.1. 

3.4.9 Packages containing dangerous goods bearing the mark shown in 3.4.8 with or without the additional 
labels and marks for air transport shall be deemed to meet the provisions of section 3.4.1 as appropriate 
and of sections 3.4.2 to 3.4.4 and need not bear the mark shown in 3.4.7. 

3.4.10 Packages containing dangerous goods in limited quantities bearing the mark shown in 3.4.7 and 
conforming with the provisions of the ICAO Technical Instructions, including all necessary marks and 
labels specified in Parts 5 and 6, shall be deemed to meet the provisions of section 3.4.1 as appropriate 
and of sections 3.4.2 to 3.4.4. 

3.4.11 Use of overpacks 

 For an overpack containing dangerous goods packed in limited quantities, the following applies: 

 Unless the marks representative of all dangerous goods in an overpack are visible, the overpack shall 
be: 

(a) Marked with the word “OVERPACK”. The lettering of the “OVERPACK” mark shall be at least 
12 mm high. The mark shall be in an official language of the country of origin and also, if that 
language is not English, French or German, in English, French or German, unless agreements, if 
any, concluded between the countries concerned in the transport operation provide otherwise; 
and 

(b) Marked with the marks required by this Chapter. 

 Except for air transport, the other provisions of 5.1.2.1 apply only if other dangerous goods which are 
not packed in limited quantities are contained in the overpack and only in relation to these other 
dangerous goods. 

3.4.12 In advance of carriage, consignors of dangerous goods packed in limited quantities shall inform the 
carrier in a traceable form of the total gross mass of such goods to be consigned. 

3.4.13 (a) Transport units with a maximum mass exceeding 12 tonnes carrying dangerous goods packed in 
limited quantities shall be marked in accordance with 3.4.15 at the front and at the rear except 
when the transport unit contains other dangerous goods for which orange-coloured plate marking 
in accordance with 5.3.2 is required. In this latter case, the transport unit may display the required 
orange-coloured plate marking only, or both the orange-coloured plate marking in accordance 
with 5.3.2 and the marks in accordance with 3.4.15. 

(b) Containers carrying dangerous goods packed in limited quantities, on transport units with a 
maximum mass exceeding 12 tonnes, shall be marked in accordance with 3.4.15 on all four sides 
except when the container contains other dangerous goods for which placarding in accordance 
with 5.3.1 is required. In this latter case, the container may display the required placards only, 
or both the placards in accordance with 5.3.1 and the marks in accordance with 3.4.15. 

 The carrying transport unit need not be marked, except when the marks affixed to the containers 
are not visible from outside this carrying transport unit. In this latter case, the same marks shall 
be affixed at the front and at the rear of the transport unit. 

3.4.14 The marks specified in 3.4.13 may be dispensed with, if the total gross mass of the packages containing 
dangerous goods packed in limited quantities carried does not exceed 8 tonnes per transport unit. 

3.4.15 The marks specified in 3.4.13 shall be the same as the one required in 3.4.7, except that their minimum 
dimensions shall be 250 mm  250 mm. These marks shall be removed or covered if no dangerous 
goods in limited quantities are carried. 
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